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HUNTINGTON

iS IntelliSense

Voice And Sensor Activated Kitchen Faucet




Technical Parameters:

Function type Infrared Sensing Voice Command
Power supply AC Adapter (DC 6V)
Applicable water

pressure 0. 05-0. 86MPa
Sensing range 2 — 8cm <250cm
Standby power

consumption <0. 33mW

Inlet h

et flose. G1/2 AND 9/16-24UNFE-2B
specification

Response time open<l Sec., close<1 Sec.

After 3 minutes of inactivity, the water will

Automatic shut-off .
automatically shut OFF

Warning:
The distance of voice command range is only used as an approximate
value. affected by the receiving environment and background noise




Part name:

01 [CHECKSTOP 1| [11 [KEY BOLT 1

02 | SHOWER 1| |12 | POWER ADAPTER | 1

03 |FAUCET BODY | 1| |13 [CARTRIDGE 1

04 [SEAL RING 1| [14 [tHrEADED SLEEVE] 1] [21 | ADAPTER I
05 |PLATE 1] |15 | COVER 1| |22 | WASHER 1
06 | PACKING 1| |16 |HANDLE 1| 123 [CONTROL BOX | 1
07 [NUT 1| |L7_|SCREW 1] |24 | WASHER 1
08 | SCREW 2| [18 |CAP 1| 125 | ADAPTER 1
09 | INLET 2| |19 |OUTLET 1| |26 [C-RING 2
10 |HOSE 1] [20 | CHECKSTOP 11 [27 _[PANEL 1
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Tools required for installation:

P

Electric drill Screwdriver Wrench Pencil

Flashlight Glass Bucket




Installation steps: @

Turn counterclockwise and then disassmble mounting
nut (as attached following picture)




$32-938
[1.15"-1.50"]
(mmlinch])

Put the faucet body into the basin, then tighten the nut and
fix the faucet(as attached following picture)




lock the screw

/

Use a screwdriver to
lock the screw.
After fixing the
faucet, pull out the
hose and install the
shower head;

/




-
HOT

Connect the water inlet hose. The Open and rotate the handle to the
hose marked in red is connected mixed water state; Place a bucket
with hot water and the other hose under the water outlet hose; Open the
is connected with cold water. First cold / hot water inlet valve and use
lock the hose nut to the thread of a bucket to catch the water from the
the adapter by hand and tighten it water outlet hose, so as to discharge
by about one turn with a wrench; the sundries in the pipe and avoid
blocking the hose or shower
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Close the handle and dry the

Connect the control box and

residual water in the outlet pipe shower hose;

with a dry cloth;




Connect the control box and the When assembling the weight block,
inductive eye adapter; pay attention to that the weight
Note: the adapter at both ends block is at the lowest position (the
are marked with arrows. Insert area shown in the figure) of the
them after the arrows are aligned,  pull out shower hose; it cannot be
and then tighten the nuts; at the bending position to ensure

smooth pulling and return. Pull down
the shower hose to confirm whether
the connection have firmed;
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(‘% Red LED .

Note: the faucet will stop automatically
after 180 seconds of water outflow

Maintenance:

Our products are finished hardware products,
so we need you to take care to prevent them
from being scratched. We recommend cleaning
the product with a soft wet cloth and do not
use strong corrosive cleaners

Breathing light .

1. Connected power supply

2. Check red LED is flash.

3. Check breathing light is on.
4. Open the handle, use the
hand to sense the water
outlet from the faucet, and
check whether there is water
leakage at each connection
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Voice Command:

Wave Sensor

Action | Response Working Response
after 3 min, auto shut off the water
Basic User can shut off the water any time
Control | Wwave Water on during the 3 min, just “Wave” again. Water off/Done
Action
Wave

Voice Command

Trigger Response Command Response Working Response
word word
after 3 min, auto shut off the water
Basic User can shut off the water any time during
. the 3 min, and it doesn’t need trigger word
Control|Hi Myra | Hello |Water on|Water on again, just say “Water oft” Water off/Dond
Command word
Water off
Voice Command
Trigger Response| Command Response Working Response
word word

1 minute |Water on 1 minute | after 1 min, auto shut off the water

5 minutes |Water on 5 minute | after 5 min, auto shut off the water

Special

10 minutes |Water on 10 minute|] after 10 min, auto shut off the water
Function| Hi Myra| Hello User can shut off the water any time
during the 1 min, 5 min or 10 min,
and it doesn’t need trigger word
again, just say “Water off”

Water off/Dond

Command word
Water off

Voice Command

Trigger Response| Command Response
word word
Volume High Volume High
Volume Volume up Volume up

Adjusting|Hi Myra| Hello

Volume medium | Volume medium

Volume down Volume down

Volume Low Volume Low
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Cleaning filter gasket:
1. Take off the C-ring, pull it down and take out

the quick adapter from the water outlet hose;

2. Rotate the quick adapter counterclockwise,

3. Remove the filter screen gasket from the quick
adapter and clean it first

4. After cleaning, install the filter screen
gasket and quick adapter on the control box
connect it to the water outlet hose, and install
the C-ring

Filter gasket




LED signal description:

1.

2.

3

When the battery is connected, the LED light flashes for 7 times and
breathing light on.

When sensing, the LED light flashes for 1 time and breathing light
on. the water flows..

When sensing, the LED light flashes for 1 time and the water is off.

_14_












